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FEATURES

• ETL & cETL wet location listed, IP65 rated
• 
• Aluminum construction with white mitered glass
• Dimming: ELV
• No driver or transformer required
• 277V option available (special order)
• 54,000 hour rated life
• Color Temp: 3000K (2700K / 3500K available special order)
• CRI: 90

PRODUCT DESCRIPTION

wall sconce appropriate for transitional and contemporary interiors or 

and commercial interior and exterior applications. 

SPECIFICATIONS

Construction: Aluminum construction with white mitered glass

Light Source: High output LED

Finish:  Brushed Aluminum (AL) Black (BK), Bronze (BZ)

Standards: ETL & cETL wet location listed, IP65 rated, ADA compliant,  
CEC Title 24 Compliant

REPLACEMENT GLASS

Part # Description Fixture

Outer Glass
WS-W1408

Inner Glass

Outer Glass
WS-W1414

Inner Glass

Outer Glass
WS-W1420

Inner Glass

LEDGE – model: WS-W14

LED Exterior Sconce

ORDER NUMBER

Model Height Watt Voltage
LED
Lumens

Delivered 
Lumens Finish

WS-W1408
WS-W1414
WS-W1420

8"
14"
20"

13W
15W
27W

120V
1050 
1313 
2356

419 
626 

1189

AL
BK
BZ

Brushed Aluminum
Black
Bronze  

Example: WS-W1420-AL 
 WS-W1420F-AL

WS-W1420-35-AL

WS-W1408 WS-W1414 WS-W1420

6" 4"

8"

8" 4"

20"

5" 4"

14"

RPL-GLA-1414-01

RPL-GLA-1414-02


